
WM Series
UPPER AIR UVC FIXTURES
Upper-air UVC fixtures are engineered to provide very targeted UVC application in high-risk areas.

The WM Series fixtures are made for spaces with lower ceiling heights (2.4-4.0m) and are designed to 
maximize UV output into the upper portion of a space while blocking potentially harmful rays of UV 
energy from entering the occupied space. The minimum installation height is 2.1 meters (7 feet).

•	 Accommodates spaces with lower ceiling heights

•	 Provides targeted UVC application in the upper-air space

Features
•	 UL1598 listed and certified for electrical safety

•	 UL8802 tested and certified as risk group exempt

•	 UL2998 certified and listed for zero ozone generation

•	 IES files created by a Nationally Recognized Testing Laboratory (NRTL) for UV output

•	 Mounting bracket for ease of installation

•	 Adjustable angle of output to facilitate easier final acceptance testing

•	 Corded or hardwired installation

•	 Use of parabolic reflector and linear tubes allow for maximum UV output from the luminaire

•	 Louvered luminaires for safe installation in low ceiling applications (8-12’)

•	 Auto detects voltage between 100-277 at 50/60 Hz and adjusts output to lamp accordingly

•	 Light-weight housing constructed from aluminum; louvers are powder coated

•	 Parabolic reflectors made from special material that is >90% reflective of UVC

•	 Wall mount installation bracket for easy installation allows for angle adjustment of fixture for safety
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Benefits include:
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WM Series
UPPER AIR UVC FIXTURES

WM Upper Air UVC Fixture Product Specifications

Standard Specifications

Wavelength

Expected Lamp/Bulb Rated Life¹

Input Voltage

Electrical Requirement

Housing Finish

Certifications:

254 Nanometers

18 months

Self Regulated Electronic UV Ballast 120V

1.3A @ 120V to 0.56A @ 240V, 50-60Hz

Stainless Steel & Aluminum

Warranty Lamps/2 years; Parts/5 years

ASHRAE

EPA

ETL

UL 1598

UL 8802

CSA

meets ASHRAE TC 2.09

EST. NO. 91347-TN-002

CDR100230620ATL-001A

2021 - 105965896CRT-004

2023 – 5031753

C22.2#250.0:2021

¹With 80% utilization

Due to continuing research, Lumalier reserves the right to change specifications without notice.

Ordering Guide

Louvered
Model #

WM-200

WM-100

Dimensions (mm)
H x W x D

117 x 886 x 189
4.5” x 34.9” x 6.4”

WM-350
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Nominal Power

40.6 watts

UV Output
by independent lab

1.23 watts

117 x 591 x 189
4.5” x 23.3” x 6.4”

28.0 watts 0.65 watts

117 x 362 x 189
4.5” x 14.3” x 6.4”

12.2 watts 0.27 watts


